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	 1 .  DESCRIPTION

	 1.1 . PRODUCT NAME
	BASCO® DESSICANT MASTERBATCH

	 1.2 . PRODUCT CODE:
	T0035/09-PE

	 1.3 . COLOR:
	UNCOLORED, NON-TRANSPARENT

	 2 . PHYSICAL PROPERTIES



	 2.1 . CARRIER RESIN 
	

	 2.1.1   TYPE:
	LDPE

	 2.1.2   DENSITY:
	915-920 kg/m3

	 2.1.3   MELT FLOW RATE
	7-8  (190°/2.16 kg)

	 2.2 . MASTERBATCH 
	     

	 2.2.1   BULK DENSITY:
	700-720 kg/m3

	 2.2.2   MELT FLOW RATE
	3-5 (190°/2.16 kg)

	 2.2.3  ADDITIVE:
	DRYING AGENT

	 2.2.4   ADDITIVE LOADING
	60 %

	 2.2.5  MAXIMUM PROCESSING TEMPERATURE 
	260°C

	 2.2.6  LIGHT FASTNESS
	8

	 3 . APPLICATION:

	MB T0035/09-PE IS USED FOR PROCESSING OF WET RAW MATERIALS (LDPE, HDPE, LLDPE, PP, ABS, PVC), ESPECIALLY RECYCLES. THE MB CONTAINS THE ACTIVE DRYING AGENT WHICH ABSORBS LARGE AMOUNTS OF WATER, AND INPUT 0.5-3% OF THE MB ALLOWS GETTING THE QUALITY PRODUCTS (FILMS, TAPES, TUBES, MOLDED GOODS ETC.) EVEN IN CASE OF USING OF THE FEEDSTOCK WITH HIGH WET CONTENT. FURTHERMORE, THE DESICCANT MB WHEN USED IN THE PROCESSING OF RECYCLED PVC, NOT ONLY ABSORBS MOISTURE, BUT ALSO ABSORBS ACIDIC PRODUCTS OF THE DEGRADATION OF PVC. 

	 4 . REMARKS:
	

	 4.1 . RECOMMENDED DOSAGE
	0.5-5 %

	THE EXACT DOSAGE SHOULD BE DETERMINED ACCORDING TO CUSTOMER’S RAW MATERIALS, EQUIPMENT AND REQUIREMENTS TO THE FILMS.

	 4.2 . PERFORMANCE OF MB T0035/09-PE IS INFLUENCED BY POLYMER, PROCESSING CONDITIONS AND THICKNESS OF THE GOODS

	 4.3 . MB T0035/09-PE HAS STATE REGISTRATION FORM OF CUSTOM UNION (RUSSIAN FOOD CONTACT APPROVAL) 
№  RU.78.01.06.008.E.005321.08.11

	 4.4 . MB T0035/09-PE IS  FREE FROM HEAVY METALS AND DANGEROUS SUBSTANCES ACCORDING SVHC LIST

	 4.5 . MB T0035/09-PE EXPECTED SHELF LIFE IS 2 YEARS IF STORED PROPERLY IN WARM DRY CONDITIONS. OPENED BAGS OF THE MB AFTER USE MUST BE SEALED AS SOON AS POSSIBLE  


The information and recommendations contained above are based upon data collected by “Bars-2” and believed to be correct. However, no warranty to fitness for use or any guarantee to warranty of any kind, expressed or implied, is made with respect to the information and recommendations contained herein, and BARS-2 assumes no responsibility for results of the use products, processes, information and recommendations described herein. Specific recommendations and applications of specific products should be considered and prechecked by the user to fit users equipment and product requirements.
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